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CON-GLAZE is the ideal compound for met 
dow glazing. It remains elastic and water-resistant 
and is more adhesive than ordinary putty. It need 
not be painted, making it particularly effective for 
use on aluminum and bronze windows. 

On WOOD SASH CON-GLAZE forms a perfect and 
water-repellent bond to both the sash and the glass. 
The elasticity of CON-GLAZE facilitates replace¬ 
ment of broken glass, thus eliminating any damage 
to the sash. 


special qualities 


1. A “non-drying” glazing compound. 

2. Remains elastic and rubbery. 

3. Allows for expansion, contraction and 

4. Cushions the glass against unnecessary 

5. Makes re-glazing easy. 

6. Absolutely water-repellent. 

7. Resists acid and alkali fumes. 

8. Its adhesive qualities prevent moisture from 
getting underneath to corrode the metal or rot 
the wood. 


I A l • • 

plus this important 
extra quality 


DANGER OF MARRING FRESHLY GLAZED SASH IS REDUCED 

CON-GLAZE initial set is faster. This faster set 
reduces the hazard of marring with finger marks, 
etc. Although CON-GLAZE sets faster it will not 
oxidize or “dry” throughout. 
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save on maintenance 



This putty is holding well 
but is hard as steel to 
chop out. It takes a man 
15 to 20 minutes to clean 
out this old putty. It is 
hard, mean work. 


CON-GLAZE can be re- 
glazed easily. A man may 
clean out a window where 
CON-GLAZE is used in 
1 to 2 minutes. 
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‘suggested specifications 

STEEL, ALUMINUM & BRONZE WINDOWS 

1. Window rabbets shall be thoroughly cleaned. 

2. No glazing shall be carried on during inclement 
weather or when sash or glass is wet, damp or 
frosted. 

3. Glass shall be well bedded and faced with 
CON-GLAZE as manufactured by the Concord 
Paint Company, Inc., New York, N. Y. 

WOOD SASH 

1. Wood shall be primed. 

2. Glass shall be bedded and then faced with 
CON-GLAZE as manufactured by the Concord 
Paint Company, Inc., New York, N. Y. 

Stock colors of CON-GLAZE: Natural, Gray, Brown, 

Green, Aluminum. 
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* CON-GLAZE meets Federal Specification TT-P-781a Type 1. 
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CON-GLAZE 


GLAZING 

COMPOUND 


far superior to ordinary putty... economical to use 


CON-GLAZE is a tender, smooth, easy working glazing com¬ 
pound. Because it handles so easily many glaziers prefer to 
use it to ordinary putty and do not figure any more for labor 
when using CON-GLAZE . 

Here are a few glazing firms who. state that COIN-GLAZE 
handles as easy as putty and that their labor costs of appli¬ 
cation are no higher. 


Contractors Glass Co. 

New York, N. Y. 

Elizabeth Plate Glass Co. 
Elizabeth, N. J. 

Kosson & Son 

Passaic, N . J. 

New Haven Glass Co. 

New Haven, Conn. 

Pittsburgh Plate Glass Co. 

Hartford, Conn. 

Pittsburgh Plate Glass Co. 
New Haven, Conn. 


Barney Schogel, Inc. 

New York, N. Y. 

David Shuldiner, Inc. 

Brooklyn, N. Y. 

Earl R. Smith, Inc. 

Stratford, Conn . 

Steel Window Servicing Corp. 
Brooklyn, N. Y. 

Union County Plate Glass Co. 
Linden, N. J. 

State Glass Co. 

Hartford, Conn. 


COMPARATIVE GLAZING 

COSTS 

Additional cost is negligible. One gla¬ 

zier generally uses approximately 100 

lbs. of putty or compound in one day. 

Ordinary 

CON- 

Putty 

GLAZE 

Cost of one day labor Same 

Same 

Cost of glass . Same 

Same 

Additional cost of 


CON-GLAZE 

$1.35 

For glazing work amounting to 

$75.00 

up to $150.00 the additional 

cost of 

using CON-GLAZE is approximately 

$1.35. 



NO WASTE— CON-GLAZE is also eco¬ 
nomical because it keeps well in the 
package. Ordinary putty settles and dries 
fast, resulting in much waste. CON-GLAZE 
has minimum settling and may he used 
down to the last ounce. 


several representative buildings 

glazed with CON GLAZE 



PRATT & WHITNEY PLANT, Hartford, Connecticut 
Glazed by Pittsburgh Plate Glass Co. 



WORTHINGTON PUMP & 
MACHINERY CO. 
Wellsville, New York 
Archt * & Engr^The* Austin Co. 

BIRDSBORO FOUNDRY & 
MACHINERY CO. 
Birdsboro, Pennsylvania 
Archt., Shreve, Lamb & Harmon 
Engr., Alexander Crosett Co. 

ECLIPSE BENDIX PLANT 
Bendix, New Jersey 
Archt. & Engr., Brown & Matthews 

AMERICAN STEEL CASTING 
CO. 


GENERAL ELECTRIC CO. 
RADIO EQUIPMENT BLDG. 

Schenectady, New York 
Archt., General Electric Co 
Engr., James Stewart Co. 

NAVAL AIR STATION 
Norfolk, Virginia 
Archt., United States Government 

PRUDENTIAL INSURANCE 
OFFICE BLDG. 

Newark, New Jersey 
Archt., Voorhees, Walker, Foley 
& Smith 

ROME AIR DEPOT 
Rome, New York 


Newark, New Jersey . c . ..... 

.. Bc ... . _ Archts., A. E. Poor, Gibbs & Hill, 

Archt. & Engr., Walter Kidde Co. ' ' 

R. N. Severud 


HOFFMAN-LaROCHE PLANT, Nutley, New Jersey. 
Architect, Fellheimer & Wagner 


DEER PARK STATE HOSPITAL 
Deer Park, New York 
Archt., New York State 

UNIVERSITY OF MICHIGAN 
Married Students Dormitory 
Archt., Charles Noble Co. 


GREAT NECK HIGH SCHOOL 
Great Neck, New York 
Archt., Tooker & Marsh 

IDLEWILD AIRPORT 
Queens, New York 
Archt., Delano & Aldrich 


CONCORD PAINT COMPANY, INC. 








































CONCORD 

certified elastic 
caulking compound 


the proven and accepted 
caulking compound 

When caulking only a good quality compound should 
be used. Concord Caulking Compound possesses the 
following properties: 

1. Made with vitalized oil that forms a tough 
outer protective skin. 

2. Remains rubbery and elastic underneath. 

3. Repels water. 

4. Withstands vibration, expansion and con¬ 
traction. 

5. Will not shrink or crack. 

6. Assures a permanent watertight seal. 

7. Adheres firmly to wood, metal, masonry, 
stucco, glass, etc. 

suggested uses 

Caulking around window frames and doorjambs; 
seals cracks and crevices in concrete, stone, 
bricks; buttered on metal windows when setting; 
sealing flashings around chimneys, cornices, cop¬ 
ing walls; waterproofing store fronts, green¬ 
houses, etc. 

Stock Colors: Natural, Gray, Black, White, Red. 


THREE QUARTERS OF A CENTURY 
OF EXPERIENCE 

Concord Paint Company, Inc., through its 
predecessors, has an experience in the manu¬ 
facture of putty and compounds of over 
seventy-five years in meeting the varied needs 
and changes in building and construction. 
When you specify “CONCORD” you do so 
with the knowledge that you are receiving 
products tested by time and experience. 

f rom this long and honorable experience 
has come an unquestioned acceptance of 
Concord Products by contractors, builders and 
architects alike. 


Window Caulking 


Skylight Caulking 


CONCORD PAINT 
COMPANY. INC. 
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Bricks 
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